
Outdoor IP 66 Verschattung10 –100 kW > 100 kW
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Graphics displayWarranty

Three-phase ShadingEfficiency
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3 MPP trackers
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The three-phase TL series is designed and construc-
�����������������&'���������*���������������������!4�
������������*�����'���;���*����'������������������6�?���
������.�������*���'��������������������������������
system can be taken into operation via the PLATINUM® 
������%�����194@��������'���������������������������
��.����������������������������������%�����.����6�����
�*�����%����������������������;����������������**�*���
���������������������B��.�����������6���������������'����
(.���������������������������*���2C����55�%D6

�� ���E�'��*(�������8963�:

�� �C���������������������%����

   Integrated datalogger provides storage capacity 
*���C3��������������*���������������

   Exceptionally wide DC input voltage range

�� �/�,��������������*��������������*(��������������
lower power output range

�� �0�+-����������������*�����������������%���
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<�+�������������;�������-
conductor technology) 
DIVE® (Dynamic Input Value 
Enhancement)
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  Standard   Optional

'�����������
TL inverter 13000 TL 16000 TL 19000 TL

DC Input

Max. PV power 21)X33�D� 29)333�D� 52)C33�D�

Max. DC power (@ cos phi = 1) 25)833�D 24)833�D 29)833�D

MPPT voltage range C42�666�X23�, C18�666�X23�, C43�666�X23�,

Max. input voltage 993�,

Max. MPPT inout current C�E�2C�� C�E�2!�� C�E�2964��

Number of string inputs 6 8

Number of MPP trackers C

DC disconnector  

DC short circuit current C�E�29�� C�E�55�� C�E�5!��

Reverse polarity protection / Ground fault monitoring 
(isolation check)

�����

AC Output

Rated power (@ cos phi = 1) 25)C!3�D 24)333�D 29)333�D

Rated current C�E�2X68�� C�E�526X�� C�E�5!62��

Max. apparent power 25)C!3�,� 24)333�,� 29)333�,�

Max. AC current C�E�2X68�� C�E�526X�� C�E�5!62��

Power feed starts at 52�D 51�D

Mains output voltage C�+�5C3�,�]�133�,��^]-53�:#

Feed in phases / connection phases C�]�C

Max. permitted grid impedance _`�E_���	�!2333-C-22# 151�f C18�f 583�f

Standby consumption C�D

Mains frequency 43�jq��^]-4�:#

Power factor���������#������666�%��# 36X�666�36X

Short circuit resistance / Ground fault monitoring (RCD) �����

Interfaces

DC connection MC4

AC connection <���������������������

RS 485 (Clamps / RJ45) �����
Ethernet / CAN –���–
Integrated web server –

Alarm relay 51�,AC�]�5��

Appliance data

�������	
���
 8X6X�: 8X68�:

�����������	
���
 8X61�: 8X64�:

Weight 92�%� 91�%� 9X�%�

Dimensions �j�E�D�E�/����# X1C�E�8X5�E�5!5

Operating temperature -53�666�^!3�{+

Storage temperature -54�666�^93�{+

Relative humidity 3�666�84�:

Altitude at rated power 5)333��]�!)4!3�*�

Protection degree ��E������������������*���# IP 65

Protection class / overvoltage category ��]������C

Full graphic display �������]���������# –����
Storage capacity data logger C3������

System topology �����*��������

Cooling Convection Fan

Standards / grid codes ,/��325!-2-2)�,/���0-	�1234)�R/�D�5339)�+���3-52)�+23]22)�"9C]5)�"48]5)��	�431C9)�
~	?0���9332-1-X25)�
���+24-X25-2)�0/�2!88]!!2)���+�!5238)��<�1XXX)��<�C233

Warranty 10 years

Type designation 13000 TLD 16000 TLD 19000 TLD

<';=������������������6�,���������*�31]532C6�����������14���'������������'���������'�������6������'���������������.����;���*����������������������*��'�������������6������'-���6��



  Standard   Optional

'�����������
TL inverter 22001 TL 22000 TL

DC Input

Max. PV power 5C)333�D� 51)333�D�

Max. DC power (@ cos phi = 1) 53)933�D 52)!33�D

MPPT voltage range C42�666�X23�,

Max. input voltage 993�,

Max. MPPT inout current C�E�5365�� C�E�52��

Number of string inputs 8

Number of MPP trackers C

DC disconnector  

DC short circuit current C�E�59�� C�E�58��

Reverse polarity protection / Ground fault monitoring 
(isolation check)

�����

AC Output

Rated power (@ cos phi = 1) 53)333�D 53)X33�D

Rated current C�E�58�� C�E�C3��

Max. apparent power 53)333�,� 53)X33�,�

Max. AC current C�E�58�� C�E�C3��

Power feed starts at 51�D

Mains output voltage C�+�5C3�,�]�133�,��^]-53�:#

Feed in phases / connection phases C�]�C

Max. permitted grid impedance _`�E_���	�!2333-C-22# 5!2�f 54C�f

Standby consumption C�D

Mains frequency 43�jq��^]-4�:#

Power factor ��������#������666�%��# 36X�666�36X

Short circuit resistance / Ground fault monitoring (RCD) �����

Interfaces

DC connection MC4

AC connection <���������������������

RS 485 (Clamps / RJ45) �����
Ethernet / CAN –���–
Integrated web server –

Alarm relay 51�,AC�]�5��

Appliance data
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 8963�:
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 8X64�:

Weight 9X�%�

Dimensions �j�E�D�E�/����# X1C�E�8X5�E�5!5

Operating temperature -53�666�^!3�{+

Storage temperature -54�666�^93�{+

Relative humidity 3�666�84�:

Altitude at rated power 5)333��]�!)4!3�*�

Protection degree ��E������������������*���# IP 65

Protection class / overvoltage category ��]������C

Full graphic display �������]���������# –����
Storage capacity data logger C3������

System topology �����*��������

Cooling Fan

Standards / grid codes ,/��325!-2-2)�,/���0-	�1234)�R/�D�5339)�+���3-52)�+23]22)�"9C]5)�"48]5)��	�431C9)�
~	?0���9332-1-X25)�
���+24-X25-2)�0/�2!88]!!2)���+�!5238)��<�1XXX)��<�C233

Warranty 10 years

Type designation 22001 TLD 22000 TLD

�����'�����.��;�������6�<�����31]532C6�/��q�������������������14��������'��������q�6�/����%�'�����������(�����<�����/�������;��������'*�'�������j����������6������'-���6��



PLATINUM GmbH

Pfannerstraße 75
88239 Wangen im Allgäu, Germany
Tel: +49 7522 9738-0
Fax: +49 7522 9738-100
info@platinum-nes.com
www.platinum-nes.com
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������2���������532C��������'�����'��������
;����������������'�������")��'����6�<����������'
;�����*������������')�"�����������������'�������
������.������6�R'������������������)��**����.�����
�����������;�������������%����;����������������6
������.�������������������'*���'����������������'�;�
Diehl Controls while PLATINUM® develops and sells
������.������6
�����*������������'���&'��������������������'�'�������
standard while the strategic new realigned PLATINUM®
���������������*��'���.����������������������'�����)
���.����������������6�?'��������@�	�E������������'����6�


